_I GIMA DISPOSABLE EAR-SPECULUM FOR MINI OTOSCOPES OF DIFFERENT BRANDS

Compatibility

GIMA GIMA DISPOSABLE SPECULUM FOR Colour o Minimum
code MINI OTOSCOPES - LATEX FREE Direct fit connactmtl 03 order
31485 Disposable Mini ear-speculum @ 2.5 mm - grey 1 Gima 31520-22, 31525-26, dispenser of 250
31486 Disposable Mini ear-speculum @ 4 mm - grey 31535, 31545 dispenser of 250
31487 Disposable Mini ear-speculum @ 2.5 mm - black ] Heine mini 2000, 3000, dispenser of 250
31488 Disposable Mini ear-speculum @ 4 mm - black | K180/Beta 200 Gima: 31435-37, dispenser of 250
31491 Disposable Mini ear-speculum @ 2.5 mm - black | Riester Ri-Mini, Ri-scope L1-L2, 31440-42, 31471, pack of 100
31492 Disposable Mini ear-speculum @ 4 mm - black [ E-scope, Pen-scope 31473, 31475,
31495 Disposable Mini ear-speculum mixed colours and @ N Kawe (Picolight, Combilight 31477, 31480, box of 1,000
31496 Disposable Mini ear-speculum @ 2.5 mm - blue [ F030, Eurolight F030) 31493 pack of 100
31497 Disposable Mini ear-speculum @ 4 mm - blue ] Holtex pack of 100
31498 Disposable Mini ear-speculum @ 2.5 mm - green | Colson pack of 100
31499 Disposable Mini ear-speculum @ 4 mm - green | Luxamed -
O CONNECTORS FOR MINI EAR SPECULUM Colour To be used with GIMA codes
31493 Connector to GIMA Parker otoscope for Mini ear-speculum 31435, 31436, 31437, 31440, 31441, 31442, 31471, 31473, 31475, 31477
31494 ALLIGATOR connector (supplied with 100 ear speculum) B 31435, 31436, 31437, 31440, 31441, 31442, 31471, 31473, 31475, 31477
Alligator pediatric ~ Includes 500 ear speculum
connector green @4 mm and 500 @ 2.5 mm
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Dispenser of 250 pcs

AliSpec = Compatible with
© Riester "
E-scope, Ri-mini,
- Pen-scope
31501
Wall dispenser of
mini speculum - - 31817 31819
empty
M  HEINE DISPOSABLE MINI EAR SPECULUM®  Minimum .
31501 HEINE dispenser for mini speculum - empty : e AUTOCLAVABLE MINI EAR SPECULUM Colour  Minimum
31502 HEINE disposable Allspec® speculum @ 2.5 mm - grey dispenser of 250
31503 HEINE disposable Allspec® speculum @ 4 mm - grey  dispenser of 250 31817 Riester ear speculum @ 2,5 mm - black El box of 10 pcs.
31515 HEINE disposable Allspec® speculum @ 2.5 mm - grey box of 1,000 31819 Riester ear speculum @ 4 mm - black Bl Dbox of 10 pcs.
31516 HEINE disposable Allspec® speculum @ 4 mm - grey  box of 1,000

*Compatible with Heine Mini 2000/3000 K180, Beta 200

_J REUSABLE CANNULAS AND EAR SPECULUM

GIMA AUTOCLAVABLE SPECULUM FOR PARKER Colour To be used with GIMA code Also compatible ~ Minimum
code OTOSCOPES - LATEX FREE with order
31447 Kit 3 autoclavable veterinary speculum @ 4,5, 7 mm BB 31435-37, 31440-42, 31471, 31473, 31475, 31477,31480 Heine, Kawe, Riester One kit
31448 Kit 3 autoclavable speculum @ 2.5, 3.5, 4.5 mm B 31435-37, 31440-42, 31471, 31473, 31475, 31477,31480  Heine, Kawe, Riester One kit
31451 Kit of 5 autoclavable speculum @ 2.5, 3.5, 4.5, 5.5, 9 mm EER 31435-37, 31440-42, 31471, 31473, 31475, 31477,31480 Heine, Kawe, Riester One kit
31453 Kit of 3 metal cannulas (@ 4, 5, 6 mm) + 2 slotted 31435-37, 31440-42, 31471, 31473, 31475, 31477,31480 Heine, Kawe, Riester One kit

metal specula (@ 7.5 and 9.4 mm)
31500 Pneumatic bulb for Otoscopes B 31435/36/37/40/42/71/73/75/77-31520/21/22, 31535 Heine, Kawe, Riester -

Gima autoclavable ear speculum 31447, 31448, 31451 features:
- made from resilient thermoplastic material

- smooth

- Metallic bayonet lock for positive
fit to otoscope
- autoclavable at 134°C

30 cm

and shiny surface ensure easy cleaning 31447

7.0 mm

!

5.0 mm
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2.5mm
Latex bulb
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3.5mm
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2 slotted models with 60 mm
opening and round edges, ideal for
instrumentation, atraumatic insertion
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Matt inner surface to reduce
risk of reflection
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